
FEATURES

High exchangeability

Superior solderability and resistance to soldering heat shock

-50 +300

The wide operation temperature ranges to +300 from -50

Moisture resistant

Low cost and small size

Excellent quality and high stability by mass production

APPLICATIONS

NTC

Temperature sensor , mobile cell, charger , electric cooker, dish washer , electric oven,

electronic clinical thermometer, electronic perpetual calendar, and so on.

PART NUMBERING

Guang doug Fenghua Advanced Technology(Holding) Co.,LTD code

NTC Glass sealed thermistor code

25 Rated zero-power resistance R

unit:

The first two are significant figure of resistance and the third one expresses number of following zeros

25

FH - BWF XXX X XXXX X X - X

Code

Tolerance of R25

F

1.0

G

2.0

H

3.0

J

5.0

X

Specific tolerance

% Tolerance of R %25

B B value Code

B % Tolerance of B value %
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Code

B
Tolerance of B value

F

1.0

G

2.0

H

3.0

J

5.0

X

Specific tolerance
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Code

Temperature

A

25/50

B

25/ 85

C

0/25

H

-18/25

M

-20/25

N

5/25

D

0/50

E

0/100

F

0/80

G

25/100

Code A R

Lead Style

APPEARACE AND DIMENSIONS

Lead Style code

Axial Radial

A

R

Lead Style

A

R

T (max.)

4.20

4.20

D (max.)

1.90

2.30

F(max.)

28.40

67.30

d

0.5

0.3

mm Dimensions
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B B value Temperature Code

glass

F T

D

d

F

d

T

D
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R 0.5 200K

Rated zero-power resistance R 0.5 200K

1% 2% 3% 5%

Resistance tolerance 1% 2% 3% 5%

B B 3200 4200K

B value B 3200 4200K

B 0.5% 1% 2% 3%

B value tolerance 0.5% 1% 2% 3%

25 2 4mw/

Dissipation factor (in still air 25 ) 2 4mw/

20sec

Thermal time constant (in still air) 20sec

50 +300

Operating temperature 50 +300

25

25

PERFORMANCE PARAMETER

PRODUCT SERIES

Part Number
R k

Rated zero-power

Resistance

at 25

25

B

B-Constant

(K)

25

mW/

Dissipation

factor at 25

S

Thermal

Time

Constant

Operating

Temperature

A

FH-BWF502F3274FA-A

FH-BWF502F3470FA-A

FH-BWF103F3470FA-A

FH-BWF103F3700FA-A

FH-BWF152F3850FA-A

FH-BWF153F3950FA-A

FH-BWF233F4200FA-A

FH-BWF503F4055FB-A

FH-BWF104F3990FB-A

5

5

10

10

1.5

15

23

50

100

3274

3470

3470

3700

3850

3950

4200

4055

3990

2 4

2 4

2 4

2 4

2 4

2 4

2 4

2 4

2 4

20

20

20

20

20

20

20

20

20

-50 +300

-50 +300

-50 +300

-50 +300

-50 +300

-50 +300

-50 +300

-50 +300

-50 +300
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Part Number
R k

Rated zero-power

Resistance

at 25

25

B

B-Constant

(K)

25

mW/

Dissipation

factor

S

Thermal

Time

Constant

Operating

Temperature

Range

-

AT NTCR

NOTE We can design any kind of AT type NTC thermistors as your requirement.

R

FH-BWF502F3274FA-R

FH-BWF502F3470FA-R

FH-BWF103F3470FA-R

FH-BWF103F3700FA-R

FH-BWF152F3850FA-R

FH-BWF153F3950FA-R

FH-BWF233F4200FA-R

FH-BWF503F4055FB-R

FH-BWF104F3990FB-R

5

5

10

10

1.5

15

23

50

100

3274

3470

3470

3700

3850

3950

4200

4055

3990

2 4

2 4

2 4

2 4

2 4

2 4

2 4

2 4

2 4

15

15

15

15

15

15

15

15

15

-50 +300

-50 +300

-50 +300

-50 +300

-50 +300

-50 +300

-50 +300

-50 +300

-50 +300
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